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1.0 DEFINITIONS

The following definitions are used within this specification.

Call Transfer: a call feature that allows a user to redirect a G/G call that has either been
answered or that is in the Common Answer queue at a given position to another position.

Ground-to-Ground (G/G): voice transmissions over IC, IP, or OVR using the voice switch,
external networks, or using outside phone lines.

Hot Mic: a status of a microphone, headset or handset in which transmission is enabled without
the selection of a push-to-talk button.

Indirect Access (IDA): a call mode wherein the call processing sequence required to establish a
communication link or to select a control function is accomplished by entering multi-digit
numbers on a remote keypad or a keypad on the position touch entry display. The keypad is
activated by selecting the IDA mode.

Instantaneous Access (I1A): a call mode wherein the entire call processing sequence required to
establish circuit connectivity is accomplished as the result of a single touch action (G/G

only).

Intercom (IC): a type of call that provides operator position intra-facility communications on a
voice switch. Communications between controllers at the same facility.

Interphone (IP): a type of call that provides operator position inter-facility communications.
Communications between controllers at different facilities.

Latching - a function that either is or emulates a pushbutton that locks in the down position upon
a first touch, and requires a second touch to release the locked condition. The desired activation
is in effect for the time the button is in the locked position.

Non-Latching - a feature which either is or emulates a pushbutton that requires an operator to
provide continuous touch action to maintain the desired pushbutton activation. The activation is
terminated by the release of touch action on the pushbutton.

Override (OVR): a call feature whereby a call being placed results in connection to the called
party, even if the called position has an active call in progress.

Override Call Chaining: a situation where party A overrides party B who is overriding party C,
etc.

Party - a person or group of persons who participate in a G/G call or conference; the person
under consideration.
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Party (A-party, B-party and C-party): The users involved, sequentially, in a telephone call as
follows:

A-party: the user who initiates a call (the calling party);

B-party: the user who first receives the call (the called party);

C-party: the third user involved in the call;

D-party: the fourth user involved in the call;

Pre-empt: The disconnection and subsequent reuse of part or all of an established connection of
lower priority origins by a higher priority source.
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2.0 FAA OVERRIDE CALL REQUIREMENTS

In case of any resulting conflict in specification between the EUROCAE ED-137A Part Il
document and this FAA addendum for OVR Call requirements and specification, the contents of
this document SHALL prevail.

2.1 FAA Override Calls (OVR)

The OVR call feature can be employed where there is an operational requirement for this
and is a means of automatically ‘establishing” a two-way telephone communication
between two Users.

The OVR call allows the calling user to listen-in to the sum of the following audio at the
called operator position once the call is established:

1. the combined audio from all active Ground-Ground and Air-Ground
communications in progress at the called operator position plus audio from the
called operator position microphone (i.e. Called user Hot-mic)

2. the combined audio from all active Ground-Ground and Air-Ground
communications currently being received by the called operator position as a result
of its own established outgoing override call and incoming override calls;

The OVR call allows the called user to hear the sum of the following audio at the calling
operator position when the OVR call is connected.

1. The combined audio from all active Ground-Ground communications being
received by the calling operator position as a result of one or multiple established
incoming override calls plus the calling operator position microphone (i.e. Calling
user Hot-mic);

1. Amakes OVR call to B

A G/G+AMic
- =

A : B

B> G/G+A/G+B Mic
Calling - Called

Party Party

Figure 1 - Audio flow example for OVR call from A to B
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1. Amakes OVR call to B

P\ 2. B makes OVR callto C
3. Cmakes OVR callto D
A D
RN

A G/G+AMic
A% G/G+AMic B Y G/G+B Mic
C ¥ G/G+C Mic
BY G/G+A/G+B Mic AT GIG+AMic D3 G/G+A/G+D Mic
C3 G/G+A/G+C Mic B ¥ G/G+B Mic
DY G/G+A/G+D Mic > /(; SN
< <
C > G/G+A/G+C Mic
D ¥ G/G+A/G+D Mic

Figure 2 - Audio flow example for OVR calls from Ato B, B to C and C to D.

1. A makes OVR callto B
2. F makes OVR callto B
3. Bmakes OVR callto C
4. C makes OVR callto D
5. Emakes OVR callto C

A Y G/G+A Mic
F 3 GIG+F Mic
B ¥ G/G+B Mic
AT G/G+A Mic E § G/G+E Mic
C ¥ G/G+C Mic
AY G/G+A Mic )
BY G/G+A/G+B Mic F % GIG+F Mic DY G/G+A/G+D Mic
C3 G/G+A/G+C Mic B T G/G+B Mic
DY G/G+A/G+D Mic > C
<€
C ¥ GIG+A/G+C Mic —
' D ¥ G/G+A/G+D Mic % Ic
F ¥ GIG+F Mic 2 DY G/G+A/G+D Mic
BY G/G+A/G+B Mic E ¥ G/G+E Mic

C3 G/G+A/G+C Mic
DY G/G+A/G+D Mic

Figure 3 -Audio flow example for OVR calls from AtoB,FtoB,BtoC,CtoD & Eto C.
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1 [REQ TEL FUNCTIONAL] OVERRIDE CALLS

The Override call is one of the principal call types used by the Federal Aviation
Administration (FAA). It is used in the same manner in both ACCs and Approach
environments.

An OVR call can be made between two parties at the same ATC site (intra-facility call) or
between two parties at different ATC sites (inter-facility call).

The requirements in this section have the scope of defining OVR call operation between
multi-vendor systems located at different ATC sites (i.e. inter-facility call) in order that
the OVR call specification (provided in section 3) can define the protocol to be applied in
order to achieve interoperability between multi-vendor systems.

2.1.1 OVR call description

1. An OVR call SHALL be initiated by the A’-party either through operation of a
single touch to a latching or non-latching Instantaneous Access (I1A) key (on the
touch panel at the operator position) or through entry of the OVR call access code
followed by Called party address via the Indirect Access (IDA) keypad at the
operator position.

2. In the case of an Instantaneous Access (IA) key, the 'B'-party address SHALL be
assigned and configured (by means of system management), in the 'A'-party VCS
and is thus uniquely associated with a particular key labeled with the ‘B’-party’s
identity.

3. The'A'-party SHALL be able to make only one outgoing OVR call at a time.

4. The 'B' party SHALL be able to receive one or more OVR calls up to a maximum
limit defined by system requirements.

5. Although a 'B'-party is able to receive multiple incoming OVR calls, it SHALL
NOT be prevented from being a calling party. It is allowed to make a single
outgoing OVR call to another party (i.e. ‘C’-party).

6. When an Instantaneous Access key is used for making an OVR call, dial tone and
out-going signaling tones SHALL NOT be given to the 'A'-party.

7. Ringback tone SHALL NOT be given to the 'A'-party.

8. Terminal Out-of-service tone SHALL be given to the ‘A’-party should the OVR
call fail for any reason.

9. The 'A'-party identity SHALL be indicated to the 'B'-party either by association
with a key assigned on the 'B'-party touch panel or by means of a dynamic
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display. Any visual (and/or audible) alerts associated with an incoming OVR call
SHALL be distinctive from other types of call.

10. An audible alert SHALL be generated at the 'B'-party on arrival of an incoming
OVR call.

11. The 'B'-party SHALL automatically accept the incoming OVR call without any
intervention required by the User; this SHALL occur regardless of the 'B'-party
being engaged in any other type of ground-ground call or air-ground call. When
the OVR call is automatically answered by the 'B'-party, a two-way speech
communication between the 'A'-party and the 'B'-party SHALL be established.

12. The establishment of an OVR call from the 'A’ party to the ‘B’-party SHALL
result in the 'A' party sending a single audio stream towards the ‘B’-party that
contains the sum of audio resulting from all Ground-Ground calls in progress at
the 'A" party, currently being forwarded to the 'A’ party by other parties. This
stream SHALL therefore include G/G audio from all established incoming OVR
calls at the 'A' party as well as all speech (Hot-mic) at the 'A’ party microphone.

13. The establishment of an OVR call from the 'A’ party to the ‘B’-party SHALL
result in the 'B' party sending a single audio stream towards the 'A" party for
monitoring purposes, that contains the sum of all Ground-Ground audio plus all
Air-Ground audio plus Microphone speech in progress at the 'B' party (Hot-Mic)
as well as the monitored audio stream that the 'B' party may receive as a result of
its own outgoing OVR call to a third party (i.e. ‘C’ party) and incoming calls
from third parties.

Note 1.

When an Override call is established, a calling user forwards to the called user
the sum of audio from existing Ground-Ground communications only plus the
calling user microphone, while the called user returns to the calling user the
sum of all existing Ground-Ground and Air-Ground communications plus
called user microphone.

14. If the 'B'-party’s A/G selector switch is set to Headset, the 'A' party making an
OVR call to the 'B' party SHALL directly hear pilot speech arriving at the earpiece
of the 'B' party’s headset.

15. Speech from the 'A'-party towards the 'B'-party SHALL NOT be connected to the
air-ground uplink of the 'B'-party. The pilot SHALL NOT therefore hear any
speech from the 'A'-party.

16. Speech from the 'A'-party SHALL be directed to the 'B'-party’s headset in the
case that the 'B'-party’s OVR call selector switch is set to headset (this is the
default setting). Speech from the 'A'-party SHALL however be directed to the
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'‘B'-party’s loudspeaker in the case that the 'B'-party’s OVR call selector switch is
set to loudspeaker.

17. It SHALL NOT be possible for the 'B'-party to disabled the Monitoring of any
speech to the 'A'-party directly from its position.

18. In order for the 'B'-party to respond to the 'A'-party no key activation associated
with the incoming OVR call is necessary, because a two-way voice channel has
already been established. The return monitored speech path SHALL therefore
always be enabled from the 'B'-party towards the 'A'-party while the OVR call is
active.

19. All speech spoken at the 'B'-party’s headset microphone SHALL be heard by the
'A'-party even when there are no other active telephone or radio calls in progress at
the 'B'-party side.

Note 2.

FAA Operational procedures require that when an OVR call is connected, the
'A'-party verbally announces the purpose of its call to the 'B'-party. The 'B'-party
has the responsibility to prioritize the handling of multiple incoming OVR calls,
verbally identifying a specific 'A'-party prior to giving its permission to continue
speaking. If the 'A'-party requires to urgently talk with the 'B'-party, the 'A'-party
is allowed to verbally interrupt any ongoing conversation in the conference, but
has to follow a pre-defined verbal protocol by previously announcing the words
“Break for Control”.

20. A chain of OVR calls would occur if A calls B, B calls C and C calls D etc. In case
A makes OVR call to B, B makes OVR call to C, then:

e A will hear G/G and A/G audio from B and C (as summed audio on
monitoring path);

e B will hear G/G and A/G audio from C (as summed audio on monitoring path)
and will hear G/G audio from A (as summed audio on forward path);

e C will hear G/G audio from A and B (as summed audio on forward path).

All users SHALL therefore hear all other users.

21. For the case that establishment of an OVR call would form a loop (i.e. A calls B, B
calls C and then C calls A), a loop closure detection algorithm SHALL be
implemented in the protocol in order to prevent operators from hearing acoustic
feedback. Once an OVR call is made that will cause a loop to occur, then actions
SHALL be taken in order to prevent acoustic feedback caused by audio circulating
continuously around a loop of audio paths formed by establishment of a loop of
OVR calls.
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This will imply blocking summed audio streams at the point where a loop
detection has occurred from being passed on to both the successive and previous
VCS systems.

22. Once an OVR call is established it SHALL be protected from call pre-emption.

23. Once an OVR call is established it SHALL be forbidden to execute a call transfer
of the OVR call.

24. Once an OVR call is established it SHALL be forbidden to place the OVR call on
hold.

25. Clearing the OVR call SHALL occur from either the 'A'-party side or from the
‘B’-party side. It SHALL be possible for the 'B'-party to clear an established
OVR call made from the 'A'-party side.

26. An incoming OVR call that exceeds the 'B'-party limit for connected OVR calls
SHALL NOT be given busy tone, but SHALL cause the establishment a of two
party call between the ‘A’ and ‘B’ parties while the original OVR conference is
automatically put on Hold by the ‘B’-party for the duration of the call. A warning
message to this affect shall be forwarded to a Supervisor position.

Note 3.

The ‘B’-party is aware that the ‘B’-party limit for connected OVR calls has been
exceeded. The ‘B’-party will only send the ‘B’-party microphone audio to the
‘A’-party over the monitoring channel, excluding any G/G and A/G audio. The
‘B’-party will send the sum of its G/G +A/G audio on the monitoring channel to
all other established Incoming OVR calls (excluding the ‘B’-party microphone
from the sum).

The ‘A’-party will forward G/G audio + ‘A’-party microphone audio to the ‘B’-
party. If the ‘B’-party had previously established an outgoing OVR call with a
‘C’-party, the ‘B’ party will forward the sum of all G/G audio + Microphone
audio received from all of its established incoming OVR calls to the ‘C’-party
(excluding the ‘B’-party microphone from the sum).
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B-party maximum OVR call limit exceeded example

1. D makes OVR calito A

2. B makes OVR callto C

3. E makes OVR callto B
( /\\\ 4. A makes OVR call to B (exceeding incoming OVR call limit at B) //—\
N4 D ¥ G/G+D Mic (.\ )
AY GIG+AMic 4 —

D ¥ G/G+D Mic E ¥ G/G+E Mic
BY G/IG
AY G/G+A/G+AMic D 5 G/G+D Mic C2G/G+A/G+C Mic
B mic .
p A Y G/G+AMic
7 > AR
LA )( B ) D GIG+D Mic
4 B Mic .~ A G/G+AMic ‘
C Y A/IG+G/G+C Mic
B Y G/IG+A/G
‘ . E Y GIG+E Mic
“B" sends B-micto "A" and excludes B-Mic P
from all its Forward paths and Monitoring (
paths of established OVR calls G )
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2.1.2 Performance Criteria

1 [REQ TEL PERFORMANCE] OVERRIDE CALL PERFORMANCE CRITERIA

(@) Override call is designed to meet the requirements of ICAO 9804 Instantaneous
Controller-Controller Voice Communication (ICCVC) which stipulates that two-
way direct communication SHALL be established between non-physically
adjacent controllers within 1 second or less in 99% of the time.

(b) The above interval is the delay between the 'A'-party initiating the call and the
'‘A'-party to 'B'-party two-way speech path being established. A more stringent
value of 200ms maximum is imposed by the FAA as an NVS requirement.

(c) OVR call SHALL be clearly distinguishable from a Direct Access (DA) call,
IDA (Indirect Access Call) and the European Instantaneous Access (IA) call in
any signaling protocol.

(d) The minimum limit for incoming simultaneous OVR calls to a single operator
position SHALL be set to 9.

() The maximum limit for incoming simultaneous OVR calls to a single operator
position SHALL be set to a system configurable maximum limit. The
FAA/ANSPs SHALL have the possibility to reduce this maximum limit.

() Any attempted Override call beyond that of the system configurable maximum
limit SHALL result in the establishment of a two-party call between the calling
and called operator positions while the original OVR conference is automatically
put on Hold. A warning message to this affect SHALL be forwarded to a
Supervisor position.

Note 4.
The System configurable maximum limit is set to 9.
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3.0 FAA OVERRIDE CALL SPECIFICATION
3.1 Override Call

An "Override call” is a call that enables two-way audio communication between calling
party and the called party, without the called party having to perform any acceptance action
at its operator position.

An OVR call can be made between two parties at the same ATC site (intra-facility call) or
between two parties at different ATC sites (inter-facility call). This specification has the
scope of defining the protocol to be applied in order to achieve OVR call interoperability
between multi-vendor systems (inter-facility call) according to the requirements defined in
the previous section. It does not have the scope of defining the protocol to be applied to
intra-facility OVR calls.

In order to make an OVR call, the calling party will either activate the associated IA key
on the touch panel at its terminal or enter the OVR call access code followed by the Called
party address via the Indirect Access (IDA) keypad at the operator position. The called
party is informed of OVR call arrival through a change in state of the corresponding 1A
key on the touch panel and a visual OVR call indication at its operator position.

On establishment of an incoming OVR call from the calling party, the VCS system places
the calling party in a conference type mode thereby allowing the calling party to hear audio
from all active ground telephone calls and air-ground transmissions and receptions
emanating from the called operator position, plus the audio from the called party
microphone.

Likewise on arrival of an incoming OVR call from the calling party, the calling party shall
send the called party the summed audio from all active ground telephone calls received at
the calling operator position plus the audio from the calling party microphone.

Audio from the called party headset microphone is always being sent to the calling party
even in the case that there are no other active ground telephone or radio calls in progress at
the called party side. It is not necessary for the called party to activate any key (as in the
case of a European IA call). Likewise audio from the calling party headset microphone is
always being sent to the called party even in the case that there are no other active ground
telephone calls in progress at the calling party side.

The OVR call remains connected until either the calling party or the called party clears the
call by deselecting the associated IA key or by selecting the Call Release key or by
answering another G/G call.

Note 5.

The Override call is similar to the Instantaneous Access call and can be implemented by
using the Instantaneous Access supplementary service as defined by ED-137A Part 2
Telephone. The called party to an incoming OVR call will however always accept a two-
way session by using the SDP “send-receive mode” attribute set to sendrecv and the SDP
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“service” attribute set to “a=service: duplex”. The OVR call also introduces new SDP
“a=sid”, “a=rid” and “a=service” attributes.

3.1.1 Message Body

SIP message bodies containing a description of the session, time and media SHALL be
encoded in the Session Description Protocol (SDP) (RFC 4566). The SDP types and
parameters indicated in Error! Reference source not found. SHALL be supported. SDP

parameters and values SHALL be interpreted as being case sensitive.

Table 4 — Supported SDP Types and Parameters

Description SDP Types SDP Parameters Values
Protocol version (“v=") <SDP version number> 0
<username> (Application dependent)
<sess-id> (Application dependent)
<sess-version> (Application dependent)
Origin (“0=") <nettype> IN
<addrtype> IP4 (in the interim)
Session IP6
<unicast-address> (Application dependent)
Session name (“s=") <session name> (Application dependent)
<nettype> IN
Connection data (“c=") <addrtype> :Eg (in the interim)
<connection-address> (Application dependent)
. e <start-time> (Application dependent)
Time Timing (‘t=) <stop-time> (Application dependent)
<media> audio
<port> (Application dependent)
<proto> RTP/AVP
Media descriptions (“m=") | <fmt> 0 (for PCM-)
8 (for PCM-A)
15 (for G.728)
18 (for G.729)
Media <send-receive mode> recvonly
sendrecv
sendonly
. i inactive
Attributes (*a=") rtpmap:<payload type> PCMU/8000 (for PCM-p)
<encoding name>/<clock | PCMA/8000 (for PCM-A)
rate> G728/8000 (for G.728)
(optional) G729/8000 (for G.729)
a=sid:<unique node id> (Application dependent)
(optional)
a=rid:<unique node id> (Application dependent)
(optional)
a=service:<type> simplex
(optional) duplex
limited
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3.1.2 Establishment Conditions
The 1A Supplementary Service (SS-1A) must be available in the VCSs involved.

An ‘A’-party can make an OVR call to a ‘B’-party operator position without a pre-
configured IA key present. The OVR call will be routed to a key in the Indirect
Access call queue with a visual indication given for OVR call presence.

The ‘B’-party may be free or involved in another active call (e.g. OVR, Radio,
DA/IDA routine or DA/IDA priority call); the actual status of the ‘B’-party is
irrelevant.

3.1.3 Audio

Once the OVR call is established at the 'B'-party, because monitoring is always
enabled, the 'A'-party SHALL hear a combination of:

e sent and/or received audio from any active incoming OVR telephone calls at the
'‘B'-party (in the case that the 'B'-party’s OVR selector switch is set to headset); and

e sent and/or received audio from any active incoming DA/IDA telephone calls at
the 'B'-party; and

e sent and/or received audio from any active outgoing OVR telephone call at the 'B'
party to a ‘C’-party. The received audio may include combined G/G and A/G
audio directed to the ‘B’ party from the ‘C’-party.

e transmitted audio from any active radio call at the 'B'-party’s microphone; and

e received audio from any active aircraft call at the 'B'-party: and

e any other audio signal suitably injected in the audio path to the 'A'-party.

Once an OVR call from the ‘A’-party is established, the ‘B’-party SHALL hear a
combination of:

e sent and/or received audio from any active incoming OVR telephone calls at the
‘A" party (in the case that the 'A' party’s OVR selector switch is set to headset) ;
and

e sent and/or received audio from any active incoming DA/IDA telephone calls at
the 'A’ party; and

e any other audio signal suitably injected in the audio path to the 'B' party.

In the case that the ‘A’-party has one or several incoming OVR calls established, the
‘B’-party SHALL also hear the summed audio from all of these parties with calls
established to the ‘A’-party.

The ‘B’-party SHALL NOT hear:

e transmitted audio from any active radio call at the 'A' party’s microphone; and
e received audio from any active aircraft call at the 'A’ party;
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In the case that the ‘B’-party has made its own OVR call to a ‘C’-party while there are
already established incoming OVR calls at the ‘B’-party position, the ‘C’-party
SHALL hear audio coming from any of the ‘B’-party’s incoming OVR calls.

The ‘B’-party SHALL NOT transmit audio from any of the established OVR calls on
its air-ground uplink.

In order to prevent either echoing or audio feedback, VCS systems SHALL
implement an audio loop detection method in order to avoid possible problems derived
from the same audio coming to a party’s operator position through two different RTP
paths. This audio loop detection method shall prevent a loop from occurring in a
chain of OVR calls (see 3.1.7).

3.1.4 Timing Constraints

The SS-1A SHALL meet the ICAO 9804 defined requirements of the Instantaneous
Controller-Controller Voice Communication (ICCVC) which stipulates that
communication be established between non-physically adjacent controllers within 1
second or less in 99% of the time.

The above interval is the delay between the 'A'-party initiating the call and the
'‘A'-party to 'B'-party two-way speech path being established. A more stringent value
of 200ms maximum is imposed by the FAA as an NVS requirement.
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Addendum to ED-137A Part Il OVR Call Requirements and Specification

OVR Call Signaling Procedures

The OVR call SHALL be handled as one session (A < B) initiated by its creator.
The OVR call session from ‘A’-party to ‘B’-party SHALL be released (cleared)
either by the ‘A’-party or by the ‘B’-party.

A VoIP VCS implementing SIP SS-IA SHALL support the offer/answer model
specified in RFC 3264.

Actions at the Calling-party User Agent (UA)

To make an OVR call, the ‘A’-party User Agent SHALL send an INVITE
request, including a Priority header field with value “urgent” and a Subject header
field with value “IA call”; it SHALL start timer TO.

The INVITE’s Session Description Protocol (SDP) message body SHALL contain
an “a=sendrecv” SDP offer attribute and the SDP “a=service” attribute set to
“a=service:duplex”. In addition, the offer shall contain the SDP “a=sid” attribute
set to “a=sid:IDO0 ID1 ID ... IDn” containing all established OVR call members.
The identifier from call participants of incoming OVR calls SHALL be unique
over space and time and listed as call participants source ID separated by a single
SPACE character, forming the OVR tail.

Note 6.

Each node shall provide an OVR tail and chain to its adjacent node. The tail
comprises all nodes that form a branch terminating at the overridden node (‘B’-
party). The chain comprises all nodes that form a branch originating from an
overriding node (‘A’-party).

In general, a tail is being forwarded via INVITE and INFO messages containing
the sending node identifier (ID0) and the sum of all tails connecting to this node
(ID1 1D2 .. IDn) as a list within the SDP attribute “a=sid:ID0 ID1 ID2 .. IDn".
The chain is being forwarded via 200 OK (as final response to the INVITE
request) and INFO messages containing the sending node identifier (ID0) and the
chain connecting to this node (ID1 ID2 .. IDn).

The SDP parameter “a=service:duplex” and “a=sid:IDO ID1 ID2 ...IDn” are
mandatory in INVITE, 2000K and INFO SIP messages of an OVR call.

If the call fails for reasons other than those covered below, the ‘A’-party UA
SHALL stop timer TO and indicate “OVR call failure” to the ‘A’-party.
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While awaiting OVR call confirmation,

a) if the ‘A’-party releases the OVR call, the ‘A’-party UA SHALL send a
CANCEL request and stop timer TO;

b) on receipt of a 2000K final response containing “a=sendrecv”, “a=service:
duplex” and “a=sid:IDO ID1 ID2 ...IDn” answer SDP attributes, the ‘A’-party
UA SHALL send an ACK request and establish both-way RTP media, enable
‘A’-party’s Tx and Rx paths, stop timer TO and enter state IA-Tx-Active;
“IA-Tx: active, IA-Rx:active” MAY be indicated on the appropriate 1A key on
the touch panel of the ‘A’-party’s operator position;

Note 7.

At this point, a session has been created in which the voice path from the ‘B -
party to ‘A’-party is used for monitoring audio of Ground and Radio calls in
progress at the ‘B’-party’s operator position and for monitoring any audio at
the ‘B’-party’s microphone even when there are no other Ground and Radio
calls in progress at the ‘B’-party’s operator position.

The voice path from the ‘A’ -party to ‘B’-party is used for sending summed audio
of Ground calls in progress at the ‘A -party’s operator position and for sending
any audio at the ‘A’-party’s microphone even when there are no other Ground
and Radio calls in progress at the ‘A -party’s operator position.

c) on receipt of a 4xx-6xx final response, the ‘A’-party UA SHALL indicate
“OVR call failure” to the ‘A’-party and stop timer TO;

d) on expiry of timer TO, the ‘A’-party UA SHALL indicate “OVR call failure”
to the ‘A’-party and SHALL send a CANCEL request.

e) on receipt of a 2000K final response containing ‘“a=sendrecv”,
“a=service:limited” and “a=sid:ID0 ID1 ID2 .. IDn” answer SDP attributes, the
‘A’-party UA SHALL send an ACK request and establish both-way RTP
media, enable ‘A’-party’s Tx and Rx paths, stop timer TO and enter state A-
Tx-Active; “IA-Tx: active, IA-Rx:active” MAY be indicated on the
appropriate 1A key on the IA panel of the ‘A’-party’s CWP. In this case the
OVR call limit has been exceeded at the ‘B’-party, implying that only a simple
2-party call is established. The ‘A’-party SHALL take no action with respect
to processing the sid attribute. The 2-party call remains until cleared. .
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Once the OVR call is established,

a) the ‘A’-party SHALL send the Sum of ‘A’-party’s G/G audio plus the ‘A’-
party microphone audio (AY G/G +A mic) to the ‘B’-party. If the ‘A’-party also
has incoming OVR calls connected, it SHALL also add the G/G audio plus the
microphone audio from each of the calling parties to the audio sum being sent
to the ‘B’-party.

b) the ‘A’-party SHALL issue a SIP INFO message (text/plain) containing its
updated chain to each established incoming OVR call (if any exist), in order to
provide calling parties with updated information about its current audio
connections (see 3.1.7). The summed audio stream being sent on the
monitoring path to each calling party should reflect connections present in the
chain originating from the ‘A’-party.

c) should the ‘A’-party receive a SIP INFO message (text/plain) defining an
update to the local chain of its ‘B’-party, it SHALL issue a SIP INFO message
(text/plain) containing its own updated chain to each established incoming OVR
call (if any exist) in order to provide calling parties updated information about
its current audio connections (see 3.1.7). The summed audio stream being sent
on the monitoring path to each calling party should reflect connections present
in the chain originating from the ‘A’-party.

d) should the ‘A’-party receive a SIP INFO message (text/plain) defining an
update to the local tail of its calling parties, it SHALL issue a SIP INFO
message (text/plain) containing its own updated tail to the established outgoing
OVR call in order to provide the called party updated information about its
current audio connections (see 3.1.7). The summed audio stream being sent to
the called party should reflect connections present in the tail terminating at ‘A’-

party.

e) ifthe ‘A’-party clears its outgoing OVR call, the ‘A’-party UA SHALL send a
BYE request in order to clear the session. This SHALL be acknowledged by
the ‘B’-party with a 2000K final response.

f) if the ‘B’-party clears its incoming OVR call, the ‘B’-party UA SHALL send a
BYE request in order to clear the session. This SHALL be acknowledged by
the “A’-party with a 2000K final response.

If a two-party call is established because the ‘B’ party OVR call limit has been
exceeded,

a) the ‘A’-party SHALL send the ‘A’-party’s microphone audio (A mic) to the
‘B’-party. If the ‘A’-party also has incoming OVR calls connected, it SHALL
add the G/G audio plus the microphone audio from each of the calling parties to
the audio sum being sent to the ‘B’-party.

b) the ‘A’-party SHALL include the received ‘B’-party microphone audio (B mic)
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with the summed audio stream being sent on the monitoring path to each of its
calling parties.

Once the OVR call has been cleared by either the ‘A’-party or the ‘B’-party,

3.1.5.2

3.1.5.3

a) the ‘A’-party SHALL issue a SIP INFO message (text/plain) containing its
updated chain to each of its established incoming OVR calls (if any exist), in
order to provide calling parties updated information about its current audio
connections (see 3.1.7). The summed audio stream being sent on the
monitoring path to each calling party should reflect connections present in the
chain originating from the ‘A’-party.

Actions at a Proxy

No special actions are required in support of SIP SS-IA.

Actions at the Called-party User Agent (UA)

Upon receipt of an INVITE (Priority="urgent”, Subject="TA call”) request with an
SDP message body containing the parameters “a=sendrecv”, “a=service:duplex”
and “a=sid:ID0 ID1 ID2 ...IDn” as offer attributes, the ‘B’-party UA SHALL
recognize this as an OVR call and check if there is an application dependent cause

to reject the OVR call,

1. Should there be a cause for rejection, the ‘B’-party UA SHALL send the
corresponding 4xx-6xx response; “Incoming call attempt” MAY be indicated on
the appropriate 1A key on the touch panel of the ‘B’-party’s operator position;

2. otherwise, the ‘B’-party UA SHALL immediately send a 100 Trying followed
by a 200 OK response containing the “a=sendrecv”, “a=service:duplex” and
“a=sid:IDO ID1 ID2 ...IDn” containing all established OVR call members
(identifier from call participants of the outgoing OVR call unique over space and
time) listed as call participants source ID separated by a single SPACE
character, forming the OVR chain (if one exists).“IA-Tx: active, IA-Rx: active”
MAY be indicated on the appropriate 1A key on the touch panel of the ‘B’-

party’s operator position.

3. Should the arrival of the OVR call cause the OVR call limit configured at the

‘B’-party to be exceeded, the ‘B’-party SHALL allow only a 2-party call to be
established. In this case the ‘B’-party UA SHALL immediately send a 100
Trying followed by 200 OK response containing the ‘“a=sendrecv”,
“a=service:limited” and “a=sid:ID0 ID1 ID2 .. IDn” containing all established
OVR call members.
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Once the OVR call is established,

a) the ‘B’-party SHALL send the Sum of ‘B’-party’s G/G plus A/G audio plus the
‘B’-party microphone audio (BYG/G + A/G + B mic) on the monitoring path to
the ‘A’-party and also on the monitoring path to the calling parties of any other
of its established incoming OVR calls (if they exist). If the ‘B’-party also has its
own outgoing OVR call connected to a ‘C’-party, it SHALL also add the G/G
+A/G audio plus the ‘C’-party microphone audio received from the ‘C’-party to
the Audio sum being sent on the monitoring path towards the ‘A’-party and also
on the monitoring path to the calling parties of any other of its established
incoming OVR calls (if they exist).

b) the ‘B’-party SHALL also sum the received ‘A’-party G/G audio plus the ‘A’-
party microphone (AY G/G +A mic) with its own G/G audio plus the ‘B’-party
microphone (BY.G/G +B mic) and also add the G/G audio plus microphone
audio from the calling parties of any of its incoming OVR calls. This combined
audio stream SHALL be sent on the forward path of its established outgoing
OVR call towards the ‘C’- party.

c) the ‘B’-party SHALL issue a SIP INFO message (text/plain) containing its
updated tail (including all tails terminating at the ‘B’-party) to its established
outgoing OVR call with the ‘C’-party (if it exists), in order to provide the ‘C’-
party with updated information about its current audio connections (see 3.1.7).
The summed audio stream being sent on the forward path to the ‘C’-party
should reflect connections present in the tail terminating at the ‘B’-party.

d) should the ‘B’-party receive a SIP INFO message (text/plain) defining an
update to the local chain of its ‘C’-party, it SHALL issue a SIP INFO message
(text/plain) containing its own updated chain to each established incoming OVR
call (if any exist) in order to provide calling parties updated information about
its current audio connections (see 3.1.7). The summed audio stream being sent
on the monitoring path to each calling party should reflect connections present
in the chain originating from the ‘B’-party.

e) should the ‘B’-party receive a SIP INFO message (text/plain) defining an
update to the local tail of its calling parties, it SHALL issue a SIP INFO
message (text/plain) containing its own updated tail (including all tails
terminating at ‘B’-party) to the established outgoing OVR call in order to
provide the ‘C’-party updated information about its current audio connections
(see 4.4.7). The summed audio stream being sent to the ‘C’ party should reflect
connections present in the tail terminating at the ‘B’-party.

f) on receipt of a BYE request from the ‘A’-party, the ‘B’-party UA SHALL send
2000K final response and clear the OVR call.
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3.16

3.1.7

g) if the OVR call is cleared from the ‘B’-party, it SHALL send a BYE request to
the ‘A’-party, the ‘A’-party UA SHALL respond with a 2000K final response
and clear the OVR call.

If a two-party call is established because the ‘B’ party OVR call limit has been
exceeded,

a) the ‘B’-party SHALL send only the ‘B’-party microphone audio (B mic) to the
‘A’-party, but SHALL continue to send the Sum of ‘B’-party’s G/G plus A/G
audio (BY.G/G + A/G) on the monitoring path to the calling parties of any other
of its previously established incoming OVR calls (if they exist).

b) the ‘B’-party SHALL sum the G/G audio plus microphone audio from the
calling parties of any of its incoming OVR calls. This combined audio stream
SHALL be sent on the forward path of its established outgoing OVR call
towards the ‘C’- party (should one exist).

Once the OVR call has been cleared by either the ‘A’-party or the ‘B’-party, ,

a) the ‘B’-party SHALL issue a SIP INFO message (text/plain) containing its
updated tail to its established outgoing OVR call with the ‘C’-party (if it exists),
in order to provide the ‘C’-party with updated information about its current
audio connections (see 3.1.7). The summed audio stream being sent on the
forward path to the called party should reflect connections present in the tail
terminating at the ‘B’-party.

OVR Call Parameter Values (Timers)

Timer TO SHALL operate at the ‘A’-party UA during state IA-Awaiting-
Confirmation. It SHALL be started on sending INVITE (Priority=" urgent”,
Subject="TA call”’) and stopped on receipt of 200 (OK) or 4xx-6xx final responses.

Timer TO SHALL have a value of 2 seconds.

Note 8.
The timer TO may be set to other values according to ANSP/FAA specific
requirements.

OVR call Loop Closure Detection method

Any time a chain is updated (via INVITE or INFO) a ‘B’-party shall compare the
updated chain with the locally stored tail(s). Likewise any time a tail is updated (via
INVITE or INFO) a ‘B’-party shall compare the updated tail with the locally stored
chain. In the case that there exists an intersection, (i.e. at least one identifier is an
element of the chain and a tail), when comparing the chain with any tail terminating
at ‘B’-party, a loop closure has been detected.
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Note 9.
In the case a loop has been detected via INFO, only a party that acted as ‘B’-party in
the last OVR call shall perform the following actions.

In the case the ‘B’-party has detected a possible audio loop,

a) the ‘B’-party SHALL NOT reject the INVITE request. The ‘B’-party SHALL
respond with a 100 Trying followed by a 200 OK response that contains an empty
SDP “a=sid” attribute. Both the calling party and ‘B’-party are then aware of a
loop in the audio chain, but only B-party SHALL take action in order to prevent
this from occurring.

b) the ‘B’-party SHALL change its state to ‘OVR-loop’ and maintain a local
intersection list containing all identifiers that are part of the updated tail and the
chain.

c) the ‘B’-party SHALL NOT issue a SIP INFO message (text/plain) containing its
own updated tail to the established outgoing OVR call.

d) The ‘B’-party SHALL NOT issue a SIP INFO message (text/plain) containing its
own updated chain to the established incoming OVR call when a loop has been
detected.

In the case that the ‘B’-party has detected a loop in the audio chain, in order to avoid

acoustic feedback caused by a closed audio loop, it SHALL perform the following

actions:

e Dblock all audio being received from calling party (that caused the loop);

e Send only the ‘B’-party local Air-ground audio towards the calling party (i.e.
BY A/G)

e Send audio from any active DA/IDA telephone calls at the ‘B’-party towards the
calling user. °

The sent and/or received audio from all other incoming OVR calls to the ‘B’-party
that hasn’t caused a loop SHALL NOT be affected.
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3.1.8 OVR call Loop Closure Rejection method

Any time, a chain or tail is updated a ‘B’-party set to ‘OVR-loop’ state shall compare
the updated chain with the locally stored tail(s) or vice versa depending on which list
had been received via INFO. In the case that there exists an updated intersection list
and the set of elements comprising the new intersection (tail compared with chain) is
less than the set of elements comprising the intersection when detecting the loop,
(implying that the intersection is unequal to the previously derived intersection), then
loop closure has been rejected.

In the case the ‘B’-party has detected loop closure rejection,

a) the ‘B’-party SHALL change to normal operation as described in 3.1.5.3.

3.1.9 OVR call A/G monitoring method

The system SHALL suppress the effects of oscillation, distortion, or level mis-
regulation that might arise from OVR call chaining.

This could happen if an A/G audio stream is added to an existing OVR chain at two
different operator positions. Within a system for Intercom (IC) OVR calls, this is not
an issue, since a voice communication system has all information to handle this
problem, but for Interphone (IP) OVR calls the problem can cause a distortion of A/G
channels inserted several times into an OVR chain.

For example if the ‘B’-party is monitoring frequencies f1 and f2, an established OVR
call from the ‘A’-party to the ‘B’-party will result in the ‘B’-party summing audio
from the frequencies f1 and f2 plus any Ground-Ground audio etc. and forwarding it
towards the ‘A’-party. If the ‘A’-party is also monitoring frequencies f1 and f2 and
also has an established incoming OVR call, it would add in the same f1 and 2 audio
already present within the summed stream, before sending it on. The same audio being
added twice to the same stream at different points can cause distortion.

The following OVR call A/G monitoring method (reduced A/G monitoring channel)
SHALL be followed:

a) Each called ‘B’-party has information about all A/G channels in the OVR chain
and SHALL add only A/G communications which are not in the A/G monitoring
channel.

b) The called ‘B’-party SHALL attenuate all A/G channels with a pre-configured
value and send them together with the G/G channel to the calling ‘A’-party.

c) In order to distribute the frequency information, the called ‘B’-party SHALL add
an SDP attribute “a=rid” in the 200 OK response that lists all Radio ID’s that are
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currently included in the A/G monitoring channel. The elements of the list
“a=rid:RID1 RID2 .. RIDn” SHALL be unique over space and time and listed as
radio IDs (RIDx) separated by a single SPACE character.

Note 10.
It is expected that the Radio ID’s associated with the RF frequencies will be
defined by the ANSPs/FAA.

d) In case the local radio ID list needs to be updated (due to a new frequency being
added or a previous frequency being removed), a SIP INFO message (text/plain)
containing the updated radio ID list SHALL be sent to each established incoming
OVR call.

e) On receiving a 2000K or a SIP INFO message containing the list of radio IDs
(associated with frequencies) currently contained in the OVR A/G monitoring
channel, a party SHALL add-in only new local A/G Radio IDs (associated with
frequencies) that are not defined in its local radio ID list, before sending the
updated list to each of its established incoming OVR calls.

f) A User Agent SHALL add audio from any of the local radio IDs (associated with
frequencies) that are missing from the radio ID list to the audio in the OVR A/G
monitoring channel.

Note 11.

It is foreseen that the above defined method has the advantage that the interphone
OVR A/G monitoring channel uses only one RTP stream (with one audio channel) and
therefore the required bandwidth is the same as for a normal DA/IDA interphone call.
It also has the advantage because audio from each A/G frequency is only included
once in an OVR A/G monitoring channel. Even in the case that audio from the same
A/G frequency is also locally available, the attenuated A/G monitoring channel will
have only reduced influence on the audio quality.

3.1.10 Interaction with Other ATS Supplementary Services

3.1.10.1 Interaction with the Call Priority Interruption Supplementary Service
An OVR call SHALL NOT be pre-empted.

3.1.10.2 Interaction with the Call Hold Supplementary Service
Call hold SHALL NOT be invoked for an OVR call.

3.1.10.3 Interaction with the Call Transfer Supplementary Service
Call transfer SHALL NOT be invoked for an OVR call.
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3.1.10.4 Interaction with the Call Intrusion Supplementary Service

Intrusion SHALL NOT be invoked for an OVR call; this means that the Priority
header field included in an INVITE for an OVR call SHALL always take value
“urgent” and never “emergency’’.

An OVR call SHALL NOT be intruded by a DA/IDA Priority call.

3.1.11 OVR call examples

3.1.11.1 OVR Call Chain and Tail operation example

Each node SHALL maintain a locally stored Chain and Tail list.

The tail list comprises all nodes forming a branch that terminate at the node in
question. The chain list comprises all nodes forming a branch that originate from the
node in question.

As new OVR calls are made or cleared at each SIP User Agent, the SIP User agent
SHALL update its locally stored chain and tail lists to reflect the identities of the
nodes in its tail(s) from which it is receiving summed audio on the forward path and
also the identities of nodes in its chain from which it is receiving summed audio on
the monitoring path.

On update of its locally stored tail list (due to establishment or clearing of OVR calls
in the branch that terminates at the node), the node SHALL send an INFO message
containing its updated locally stored tail list to the node to which it has established its
outgoing OVR call (if one exists).

On update of its locally stored chain list (due to establishment or clearing of OVR
calls in the branch that originates from the node), the node SHALL send an INFO
message containing its updated locally stored chain list to all nodes with which it has
established incoming OVR calls (if any exist).

The following figure provides an example of locally stored Chain and Tail list
updates at nodes A,B,C and D when an OVR call is made from Ato B, Bto Cand C
to D. The 2000K response to an INFO message is not indicated in the diagram. The
sequence of messages are indicated by numbers in brackets. The sequence of chain
and tail list updates are indicated relative to message sequence numbers.

At any instant when the sequence of OVR calls are made, it can be observed that the
locally stored chain list at any particular node defines the nodes forming the branch in
front of the node, while the locally stored tail list at any particular node defines the
nodes forming the branch behind the node.

e Send INVITE and INFO in forward direction with sid attribute defining Tail
e Send 2000K and INFO in backwards direction with sid attribute defining Chain
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Local chain list at A: Local chain list at B: Local chain list at C: Local chain
(2)8B (4)C (7)D list at D:
(5)B,.C (8)CD
(9)B,C,D

INVITE sid:A(1) INVITE sid:BA (3) INVITE sid:C BA (6)

A ) «2000K sidB (2) i B  2000K sid:C (4) C |2KsDm |

_INFO sid:B C (5)

INFO sid:B C D (9) JNFO sid:C D (8)
Local tail list at A: Local tail list at B; Local tail listat C: Local tail list at D:
(1A (3)BA (6)C,B,A

Figure 5 — Local chain and tail list update example for OVR calls- AtoB,Bto C

& CtoD.
Message sequence Purpose

INVITE sid:A (1) defines only local node A as there is no tail prior to A.

2000K sid:B (2) defines only local node B as there is no chain after B
(when OVR call from A arrives)

INVITE sid:B A (3) defines local node B and the tail node A as defined in B’s
locally stored tail list

2000K sid:C (4) defines only local node C as there is no chain after C
(when OVR call from B arrives)

INFO sid:B C (5) defines chain update sent from B to A as result of OVR
call B—C

INVITE sid:C B A (6) | defines local node C and the tail nodes B and A as defined
in C’s locally stored tail list

2000K sid:D (7) defines only local node D as there is no chain after D
(when OVR call from C arrives)

INFO sid:C D (8) defines chain update sent from C to B as result of OVR
call C—D

INFO sid:B C D (9) defines chain update sent from B to A as result of OVR
call C—D

When making an OVR call the INVITE message sent by a node SHALL include an
SDP a=sid: attribute that defines its own node identity plus all the node identities
currently present in its locally stored tail list.

When answering an OVR call the 2000K response sent by a node SHALL include an
SDP a=sid: attribute that defines its own node identity plus all the node identities
currently present in its locally stored chain list.
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For example an ‘A’-party that has no established incoming OVR call connections
SHALL have an SDP message body that includes the a=sid: attribute defining only
its own node identity:

a=sid:IDA

while the 2000K response sent by the ‘B’-party that also has no outgoing OVR call
connections SHALL have an SDP message body that includes the a=sid: attribute
defining the node identity of the ‘B’-party.

a=sid:IDB

On establishment of the above OVR call, the ‘A’-party will have a locally stored
chain list defining IDB, while the ‘B’-party will have a locally stored tail list defining
IDA.

As another example, an ‘A’-party that already has other direct or indirect incoming
OVR call connections to a ‘C’-party and a ‘D’-party SHALL have an SDP message
body that includes the a=sid: attribute defining its own node identity plus its tail node
identities. Each node identity is separated by one space (without any comma) as
below:

a=sid:IDA IDC IDD

while the 2000K response sent by the ‘B’-party that also has established an outgoing
OVR call to a ‘E’-party which in turn has established its outgoing OVR call to an
‘F’-party SHALL have an SDP message body that includes the a=sid: attribute
defining its own identity plus its chain node identities. Each node identity is separated
by one space (without any comma) as below:

a=sid:|IDB IDE IDF
On establishment of the above OVR call, the ‘A’-party will now have a locally stored

chain list defining IDB, IDE and IDF, while the ‘B’-party will now have a locally
stored tail list defining IDA, IDC and IDD.
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3.1.11.2 OVR Call loop detection example

The following figure provides an example of audio loop detection. The sequence of events
leading up to an audio loop detection in the example are defined as follows:

1

Nk

_—

. “B” makes OVR call to “C”

“C” makes OVR call to “D”

“D” makes OVR call to “A”

“A” makes OVR call to “B”

“B” detects loop as Tail list from “A” matches at least one element defined in its current
Chain list.

“B” creates Local intersection list: Tail (A,D,C.B) N Chain list (C,D,A) = C,D,A

“B” sends empty a=sid: attribute to “A” and blocks audio received on forward and
receive paths from being summed, sending only the Sum of “B”’s A/G audio towards “A”.

. On receiving an empty a=sid: attribute without any node identities, “A” does not update

its local Chain list and therefore doesn’t send INFO message with updated chain,

“B” does not send INFO message to “C” with updated tail
Chain: C (2)
Chain: C,D (5)
Chain: C,D,A(9) Chain:
Tail: A,D,C,B (10 Tail: D,C,B (6
D.L.B{19) 5500k sid:empty (1) " Gl DB

B | € A

INVITE sid:AD C B (10)

INVITE sid:B (1) INVITE sid:D C B (6)
2000K sid:C (2)
INFO sid:C D (5) ‘
INFO sid:C D A (9) 2000K sid:A(7)
INVITE sid:C B(3) > i
C D
<€
_ : 2000K sid:D (4) <
Chain: D (4) INFO sid:D A (8) Chain: A(7)
Chain: D,A (8) Tail: C,B (3)

Tail: B (1)

Figure 6 — Audio Loop detection by the ‘B’-node
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The following figure relates to the previous example and shows the summed audio flows and
blocks imposed by B following audio loop detection:

1. Bmakes OVR callto C
2. C makes OVR callto D
3. D makes OVR callto A
4. A makes OVR callto B

BYA/G
/_,Bloc,__ - —
i ) /
(B - (A )
(B ,’B-‘locf B ¥ G/G+B Mic |/
g C ¥ G/G+C Mic
D Y G/G+D Mic
Ay G/G+A Mic
B 3 G/G+B Mic B ¥ G/G+B Mic
C Y G/G+C Mic
AY G/G+A/G+A Mic B S G/G+B Mic D > G/G+D Mic/ JAY G/G+A/G+A Mic
D> G/IG+A/G+D M?C ~—_ C Y G/G+C Mic p : BYA/G (included only
C2 G/G+A/G+C Mic / N\ > / ~ after loop detection)
B> A/G (included only \ { \ D
after loop detection) \ ( : ¢ J
~—~ A > G/G+A/G+A Mic ~—

D Y G/G+A/G+D Mic
BZA/G (included only

after loop detection)

Figure 7 —Audio loop detected by B that blocks transit of forward & monitoring
path audio

Following the audio block imposed by B when an audio loop has been detected, it can be
observed from the above figure each of the individual parties can hear the following audio:

A hears:(AY G/G+A/G+Amic)+(BY G/G+A/G+Bmic)+CY G/G+Cmic)+(DY G/G+Dmic)

D hears:(AY G/G+A/G+Amic)+(BY G/G+A/G+Bmic)+C)Y G/G+Cmic)+(D) G/G+A/G+Dmic)

C hears:(AY G/G+A/G+Amic)+(BY. G/G+A/G+Bmic)+CY G/G+A/G+Cmic)+H(DY G/G+A/G+Dmic)
B hears:(AY G/G+A/G+Amic)+(BY G/G+A/G+Bmic)+CY G/G+A/G+Cmic)+HDY G/G+A/G+Dmic)
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3.1.11.3 OVR Call loop rejection example

The following figure progresses from the previous example to show the audio loop rejection
when the audio loop is opened as a result of an OVR call forming part of the loop being
cleared. The sequence of events leading up to an audio loop rejection as defined as follows:

1. A clears OVR call with D, this will trigger the following:

2. D updates its locally stored Chain list and sends an INFO defining the updated chain to C;

3. C updates its locally stored Chain list and sends an INFO defining the updated chain to B;

4. A updates its locally stored Tail list and sends an INFO defining the updated tail to B;

5. B updates its locally stored Tail list;

6. If tail update arrives at B first, B compares new tail (A) with Chain (C,D,A) and rejects
loop because new intersection is unequal to the previously derived intersection;

7. If chain update arrives at B first, B compares new chain (C D) with Tail (A,D,C,B) and
rejects loop because new intersection is unequal to the previously derived intersection;

8. On loop rejection B unblocks audio received on its forward and receive paths from being
summed with locally received audio;

9. B is now enabled to send an INFO defining the updated tail to C and an INFO defining
the updated chain to A;

10.C updates its locally stored Tail list and sends an INFO defining the updated tail to D;

Chain:C,D (13)

Tail: A,D,C,B (10) $hlelin:B.C,D (14)
il: ail:
Tel:A () INFO sid:B C D (14) "
B ) € A

INFO sid:A (15)

INFO sid:BA (16)
INFO sid:C D (13)

INFO sid:C BA (17)

>
C P . D
: INFO sid:D (12) .
Chain:D (12) Chain:
Tail:B,A(16) Tail:C,B,A(17)

Figure 8 —Audio Loop rejection by ‘B’-node
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3.1.11.4 OVR Call ‘A’ to ‘B’ and ‘B’ to ‘A’ example

In the following scenario, the ‘A’-party firstly establishes an OVR call to the ‘B’-party.

The ‘A’-party will have a locally stored chain list defined as ‘B’ while the ‘B’-party will
have a locally stored Tail list defined as ‘A’.

The ‘B’-party then establishes an OVR call to the ‘A’-party. As an Override call request
can’t be refused, the OVR call to the ‘A’-party will proceed. When however the ‘A’-party
receives the OVR call request from the ‘B’-party, it will apply an audio loop detection check
to determine if the OVR call establishment would cause an audio loop to occur. To do this it
compares the Tail element it receives in the INVITE from the ‘B’-party with the locally
stored chain list defined at the ‘A’-party and verifies if there are common elements. In this
case its intersection list will therefore define one element ‘B’. An audio loop has therefore
been detected and the ‘B’-party will enter in the ‘OVR-loop’ state

In order to prevent acoustic feedback, the ‘A’-party SHALL block audio received on the
forward path from the ‘B’-party (BY.G/G +Bmic) from being summed with audio sent on the
forward path to the ‘B’-party. The ‘A’-party SHALL also block the monitored audio
received on the path from the ‘B’-party (BY.G/G+A/G +Bmic) from being summed with
audio on the monitored path towards the ‘B’-party, just sending the ‘A’-party Air-ground
audio (AY.A/G). The result is that the ‘A’-party hears B Y G/G+A/G+B Mic, while the ‘B’-
party hears A Y’ G/G+A/G+A Mic.

1. Amakes OVR call to B
2. B makes OVR call to A

Ay G/G+AMic
» >
A7) B
o B Y G/IG+A/G+BM
- G/G+A/G+B Mic
Callipg 2.6 Called
Party Party
Block '."
'}'.
B S G/G+B Mic
A\ B
» >
AY AIG
Called Calling
Party Party

Figure 9 —A’ calls ‘B’ and ‘B’ calls ‘A’ loop detection example
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3.1.11.5 OVR Call Radio ID example

The example below shows that the ‘C’-party is monitoring frequencies f1 and f2, the ‘B’-
party is monitoring f1,f2 and 4, while the ‘A’-party is monitoring just f5. An OVR call
from the ‘B’-party to the ‘C’-party results in the ‘C’-party sending the summed audio of
f1 and f2 on monitoring channel towards the ‘B’-party. An OVR call from the ‘A’-party
to the ‘B’-party, implies that the ‘B’-party would add its own frequencies to the sum sent
from the ‘C’-party, before sending the summed audio on the monitoring channel to the
‘A’-party. The ‘B’-party realizes however that the summed audio it is receiving from the
‘C’-party already contains f1 and f2 frequencies. The ‘B’-party therefore just adds the
frequency f4 to the sum, that it sends on the monitoring channel towards the ‘A’-party.

At the same time, B-party will continue listening to frequencies f1, f2 and f4.

Later on the ‘C’-party adds a new frequency f3 and sends an INFO message to inform the
‘B’-party of the summed frequencies being sent from the ‘C’-party. The ‘B’-party in turn
will continue to add only the frequency f4 to the sum and sends an INFO message to
inform the ‘A’-party of the summed frequencies being sent from the ‘B’-party.

Local rid list at A: Local rid list at B: Local rid list at C:
5 (4)f1, 2,14 (2)f1,f2
C adds new freq f3
(5)f1,f2,f3
INVITE (3) | INVITE (1) >

4

2000K rid: 11,12 (2)

~2000K rid 1,12.14 (4)
INFO rid: f1.22.63 (5) c

~ INFO rid: 1 [f2,13,14 (6)

4 A

Figure 10 —Local rid list example for OVR calls-Bto C, Ato B
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The Message Sequence Charts (MSC) in figures below show the information flows
between the ‘A’-party UA and the ‘B’-party UA. Each information flow is named
according to the corresponding message sent to or received from respective party.

Dashed lines (---) represent SIP signaling messages that are mandatory to the call
scenario. The arrow indicates the direction of message flow.

Double dashed lines (===) represent media paths between network elements.

A Party

Proxy 1

Proxy 2

B-Party

INVITE (urgent, IA Call)

“Ainitiates @ Y1 - \UBETL TV S -
OVR call to *B" afsend'recv,a=ser\'rce:aup'l& NVITE (urgent, IA Call)
a=sid: IDA ZEéndrecy, a=service dUpleINVITE (urgent, IA Call)
100 Trying =sidIDA [a=sendrecv, a=service . aupléy AdoA
Py A, L M 11 45, * PRSP, - uto Answer
- _—— 100 Trying _ ______ a=sid:|DA
I— 2000K
______ 2000K_______ | a=sendrecv,a=service:cuple)
DU, : o, { E=sendrecy, asserviceduplex a=sid:IDB
a=zsendrecv, a=service duplex a=sid:IDB
a=sid:|DB
ACK
ACK
"""""""""" L ACK
——————————————————— »] Duplex Voice A-B
2 Path B-A vsed for moniloring
P 1. D Ep_'ol ET_P Lne_d‘_‘ ______________ Fin sudio on sctive Ground & Rado
R e R s e S e e S T s e SCem S S S R e T L s _>] o al 6. plus any Audio o B'5
- A~ B: monitoring (BEQ.‘g*;[g*Bm) - mfrlx:"l'-:uw (even wilhout any
A—-B: talking (AZg/g*Am) el
“A" clears BYE
------------------- > BYE
B P N e e e s AR R e S T S » BYE
................... »
_--2000K ____
200 OK R
200 OK [ R mr A i
[ SRR gl S
Figure 11 - OVR call from A-party to B-Party,
OVR call established and A-Party clears call
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B-Party

“A" activates

1A key

A Party Proxy 1 Proxy 2
INVITE (urgent, |IA Call)
[g=séndrecy, a=senvice ST INVITE (urgent, 1A Cal)
a=sid:IDA :=sendrecv. a=service . dUpIe]INVITE (urgent. IA Call)
100 Trying =sid:|DA [3=sendrecv, a=service dopify
= s R R s e - _100Trying_______ a=sid: IDA
s 20008 ______
______ 2000K______ ['a=sendrecv,a=service:dupley
e RO - p=sendrecv, a=service:dupiex a=sid:IDB
a=sendrecv,a=service:duplex a=sid:10B
a=sid:IDB
ACK
........ B e
"""""""""" | SERENOR .. >, IR
o Rt St i i i s o ot ist o S DS re~
e A--B: monitoring (BZg/g’]g*Bm) .
A—B: talking (A7 g/g+Am)
BYE
BYE e e e
BYE /it ttt ettt
'. ___________________
200 0K
"""""""""" y TSN [ S
...... 2000K ey

Figure 12 - OVR call from A-party to B-Party,
OVR call established and B-Party clears call

\ Auto Answer

Duplex Vaice A-B

Path B-A used for monsonng
audio on actve Ground & Radn
cels &t B plus any Audo ol B's
microphone (aven without any
atlive cals)

Path A-B used for sending
Summed o) sudio 8t A +A
microphong

“B" clears
OVR call
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A Party Proxy 1 Proxy 2 B-Party C-Party
SA™ inith ENVITE jurgent IACall) ___
%‘;;"";t:’ =sendrecy, a=seryice dw‘e:lNVITE (urgent, 1A Cat)
o g~ [pe3idiOA =3ndrecy, asservice. BURERINVITE (urgent, 1A Call)
o pr=sid IDA a=sendrecy, asservice aopib
o ———-TELY g , ____100Treg_______ a=sid:IDA Auto Answer
sl 2000K .. ...
laraiazing 2000k | a=sendrecy,a=service dupley
... 2000K p=sencrecv, a=service duplex a=sic|DB
ansendrecy ansenics duplex a=s:iDB Deplos Voo A-B
aesid.|ID8 Patt B-A anad 10 mosienig
ACK Sath 00 active Qrousd & faso
cals o B, phon aey Auo o By
R EY it 59& -------- |r ACK ol :’rn(ﬂ-nu [p:m‘wﬂnn( "y
""""""""""" chve s
| [OuplexRTPmecia___ | pes: | s 0% St A ok
-~ T ————————— T 1 - =] mecphone
A« B: monitoring (BY gig*gg+*Bm) _ Auto
= Sl INVITE (urgent, 1A Call) a=sendracy,
i v e | amservicesupiex a=sutioBIOA o
L2 2000K e
a=sendrecy,a=service duplex a=sid:|0C
2 A RO . s
i E Cmoniorian [CT SO
its Local -C:talking (Bf g/g+Bm+{AZg/g*Am
ohn . INFOsiIDBIOC ., B Local C
_ “;} ":‘ | INFO sidiD8 j0C , INFOsidIDBIOC | [ It TN 10 S A
indicate - - rsssssscnanan party
BandC | 2000K _______ &)
PRSPTREY 1,1 o SO »
........ 200K _____,
. |ovpoxwremean | . [
(AR EE o o s e e ] cum i B e G phus any Aulio
- e o B and © mcroghons (evim
A-—8: monitoring (BY g/g+a/g+Bm+C T g/g+aig+Cm) wehoul sty dciee Cal)
A—8: talking (AL g/g+Am)
Figure 13 - OVR call from A-party to B-Party,
B-Party then establishes outgoing OVR call to C-Party
A Party Proxy 1 Proxy 2 B-Party
“A" initiates
INVITE {urgent, |A Call)
OVR cal =sendrecy, a=service-duplexJNVITE (urgent, IA Call) _
to 8 =sid:IDA =sendrecv.a=se~ice:awT!Ew_T.E.wsny ACal)__
; =sid:IDA =sendrecv, a=service:duplex
e ---- 10T ______ =sid:IDA
- 100Trying _______
PrE— s OVR call is
‘_______3)_0(_ _______ . rejected
4
—— . T
ACK
------------------- » ACK
"""""""""" y T S|

Figure 14 - OVR call from A-party to B-Party,
OVR call is rejected (i.e. unrecognized address)
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A Party Proxy 1 Proxy 2 B-Party
"A” Initistes | iTE (urgent, 1A Cal
INVITE (urgen LIACa) .
. ;f' a=sendrecy. a=service:oupiex. JINVITE. (urgent. 18 Callk . __ _ Override call oxceeds max
to a=sid DA a=sendrecy, amservica:duplex, LINYITE (ugent JA Cal. . . . limit for Override colils
... 100Trying ansid|DA ::;ﬂf&c\h a=service duplex, configurod at "B,
¢ —--D0Tving _________ : o
20Q0K [*arsendracy assanicelimited | B oxcludes itself from
“A" rocelves SOP service: [ Eopala R ey id'IDB any OVR conferance at'8',
Limied, indicating ‘8" 's | ===-=-= 000K ... a=sendrecv, a=service fimited a=sid.ID Bowin 2 coll
- a=sendrecv,a=sarvice:limitad a=sxdDB aliowing only 2-party
OVR call limit exceeded . pdurionais with A,
A
--------- . SERRERESES S - SR s
hecccnsconenscnancan »
-t Duplex RTP media = 8" sends only B-mic
B il it ———— L T
audio*A-mic to “8" = Ja-"B: manitoring (Bm) ] = any summaed G/G +A/G
A —B: talking (AT g/gsAm) ;::‘":::'. duration of 2-

Figure 15 - OVR call from A-party to B-Party that exceeds B’s max OVR call limit ,
results in a 2-party call for call duration

A Party Proxy 1 Proxy 2 B-Party
% INVITE {urgent, 1A Cat)
ATinitiates | s aey, asservica dupl SJINVITE (urgent, A Ca
OVR call | renowey® “M“““""":,‘g;y,&g?;?;,;vw.g&;ﬁ NVITE {urgent, 1A call) Auto Answer, while B has
1o ~B" ; a=sid:IDA [S=zeAdrady, a2Eériieé AGAdY N established outgoing OVR
oo 0Ting 100 Trying p=sid:IDA call with C and C has
S e ostablished outgoing OVR
*--;‘a--m“-v--,;" call with D
T L — e i Sty
p=sendrecy a=sarvice:duplex, -sidIDBIDC D0 | a=sia
a=si:ID8 IDC 10D A
ack  Fee--- .1 | S o Ouples Voice A1
ACK . - | Y ———. » Put B.A usod for mentoring abdn an
"""""""""" > 2ctve Ground & Radio cals af B

Awdl he SUM gigrageme rem DCA B
D wil bt SUM gigtmc fom AB & C

~ A—B: monitoring (B3 J/g+alg+BmI+CEp/graigrCR DT o/gragrOmI——
A—B: tlking (AXg/g+4m) D-Party

INVITE (urgent. A Cai) AR SEICY, SESETIEE I e Crocy, &7 Service ciple}
A dokects o ctelt. e ommtrtme sy A e oy la=eid 100 IDC DB IDA
In oeder to mﬂ:‘m.’:&xk a=séndrecy, asservice duplega=sia:IDD IDC 108 IDA
A blocks Fog *Xm from [ beeg a=sig:10D IDC ID8 1DA
euted o0 forward path owseds B

A abso blocks Jo'grarg e Xm from B’ s i
beng oukdonmommngpamw o | pree= 100 Teying. - - - - - - o rdatsiaty Wb Tyeg . ... . - - "
SGNANg jk AS al lowads T
3=50ndrecy A=0rice Pt~ - = = - = - 20008 e e » 2000K
=ald a=sendrecy asservice duplex) - - - - - - ZSZT U e »]
a=su: a=sid F=sendrecy asservice duple
assio
ACK
b L B
O e T ACK .
= | DuplexRTemedia L _______ '~
S~ DoAmonRoThgTASagl - -~ -

D—A: talking (A7 glg*Am)+ (BIg/g+Bm)+(CTg/g+Cm|+{DTg/g+Dm)

Figure 16 - OVR call from A to B while B has outgoing OVR call established with C, and C
with D. OVR call from D to A will cause loop in audio chain
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A Party Proxy 1 Proxy 2 B-Party
“A" initiates | INVITE (urgent, 1A Call)
OVR call  [a=sardrecy. 35¢€rvicé S0PdNyITE (urgent, 1A Cal)
to "8 =3éndrecy, assenvice QUpISJINVITE (urgent, 1A Cal)
100 fa=sendrecv, azservice Bﬁﬂbﬂ Analh
TP L L e _100Trying_______ uto Answar
...... 2000 _.....
______ 2000« ______ Ja=sendrecy, amservice duplex
A dossnt st sudo from frequeeeins le . _ _ _ 2000 . Etsendrecy, asservice dupien a=srid:RID1 RID2
1t and 2 1o a0y A/G moniring =sendrecy, a=service duplex a=nd:RID1 RID2
chanmel for s Incoming OVR cals a=rid:RID1 RID2
ACK
o R R | ERVCOoRETY ¢ S s l ACK
""""""""" P} Dupkes Voica A-B
Path B-A 1sed for montonng
o e Y G _D_UEO_X !‘3_“‘!‘*_' ____________ r~ #udio 0n actve AG sod GG
R R e e R R R S e e R ] caks at B, phs any Auso al B's
~ 2 Y - mcrophone (even witiout eny
A~B: monitoring S0V o)
(B glg+alg (f1+12) +Bm)
A-B: talki *
talking (AZg/g*Am)} INFO arid:RID2 B desconnects rado sesson wih
INFO azrid:RID2 paaet e L LA S A L R Rado lieguency M1
A H0oRsN"t 3GE BUdo Bom egsncy INF RI e e L S
12 to any A'G monitoring channel @S QandRIDZ_____
_2000K . »___2000K_ _________ A
..... Q00K oy
P 7 e i i i s e i i i B gt e s iy e i s e i i A s r~_
[~ e o o g D_UB"_"BIP_'"_"!P ______________ - A
A--B: monitoring
{BZg/g+alg (12)+8Bm)
A—B: talking (AzglgoAm)I

Figure 17-OVR call from A party to B party while B has radio sessions with f1 and 2
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ANNEX A: OVERRIDE CALL CHAIN AND TAIL THEORY

Each node shall provide a tail and a chain list to its adjacent node. The tail comprises all nodes
that form a branch terminating at the overridden node, e.g. [D, A, E are tails of B]. The chain
comprises all nodes that form a branch originating from an overriding node, e.g. [B, C is the
chain of A], see the figure below.

In general, a tail is being forwarded via INVITE and INFO messages containing the sending
node identifier (N) and the sum of all tails connecting to this node (t = N + Y#\y,) as a list within
the SDP attribute a=sid:N, Ni, N,..., N,. The chain is being forwarded via 200 OK (as a final
response to the INVITE request) and INFO messages containing the sending node identifier (N)
and the chain connecting to this node (c = N + cy).

=fct = B + t8r + taz

c=Ccp=A+cCa ter B
tar A — = O —_\s t
42-‘-—;.7? O ca - ~ C8 \\\\C‘OC
g te2
> - /
E O CE
<:1 200 OK, INFO - INVITE, INFO
c=N+cn t=N+ Ztnn

Any time, a chain or tail is updated a node shall compare the updated chain with the locally
stored tail(s) or vice versa depending on which list had been received. In the case that there exists
an intersection my, when comparing the chain (cy) with any tail (tn,) of the node (N), meaning
that there is at least one node identifier which is an element of the chain and the tail (t,), a loop
closure has been detected for the tail (t,).
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For instance node E would detect a loop closure as soon as node C opens an OVR call towards
node E, see the previous figure.

In this case, node E shall change its state to “loop closure” meaning that it responds to C with an
empty chain (a=sid) as part of the 200 OK response and changes its audio routing accordingly. In
addition, E does not forward the updated tail (tg;+, received from C) to B. In the case, C receives

Rev 4.0 40 20 December, 2011



FAA NVS Addendum to ED-137A Part 11 OVR Call Requirements and Specification

an empty chain (a=sid), C does (per definition) not update its local chain but still forwards tail
updates to E that have been received from other neighbors.

Considering an established OVR call, e.g. between A and B, an incoming INFO message
received at B that requires updating the tail at B may lead to a loop detection triggering the same
behavior at B as described above.

In the case the loop is opened by other nodes, e.g. between B and C, E receives a chain update
from B and a tail update from C. Node E shall again compare chain and tail or vice versa
depending on which update is received first.

In the case mg; is unequal to the intersection as a result comparing tail and chain loop closure is
rejected. In this example [B, C] is unequal to [B] (assuming that the tail has been updated first). E
changes back to “normal state” meaning that mg; is deleted, audio is routed accordingly and list
updates (tail and chain) are forwarded to adjacent nodes.
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Node E forwards the updated chain to node C via INFO and thus C updates the local list and
forwards accordingly. The updated tail is sent from E via INFO to node B, see figure below.
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